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Property Owner:

Property Address:

Zone:

EXISTING HOUSE
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Main Street

John Doe

9923 Main Street

RS-6

Sample Deck Plot Plan

ATTACHMENT A

PROPOSED

DECK ADDITION
With Stairs
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Total Lot Area = (Square Footage) 

Total Lot Coverage = (%) 

SAMPLE DECK SITE PLAN 
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60x68 Sliding Door
30x30 Fixed

40" Above deck surface
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Rise-run-rail opening

spaced so that a 6"

sphere shall not pass

through

Intermediate rails

spaced so that a 4"

sphere shall not pass

through

10" min.
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Sample Framing/Foundation Plan

Sample Stair Section

Gripable handrail

ATTACHMENT B

18"x18"x12"

Footing (typical)

Exterior Wall

of House

1 ¼ - 2" Max.
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18" min.

Grippable handrail 

 

Nose to nose 
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Lag Bolts (typ)

Sample Section/Elevation View
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Intermediate rails 

spaced so that a 

4" sphere cannot 

pass through

Guardrail to sustain 200 psf

** Footings shall be placed on firm, 

undisturbed, bearing soil (2000 p.s.f. min.)
18" min.

Positive Connection required at all 

posts and beams (see attached 

details)

** All wood exposed to weather 

shall be pressure treated or 

naturally resistant to decay

Joist Hanger

 (see attached details)

Ledger with lag bolts 

(provide bolt size/spacing

** Minimum design loads 40 p.s.f.

** Provide size, spacing, wood species and grade for all 

framing  members including joists, beams, posts, ledgers, 

decking and guardrails

Post-to-concrete pier connection 

required (see attached details)
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ATTACHMENT C

Guard balusters to 

sustain 50 psf

Ledger Flashing required
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CC6 6
S i m p s o n  S t ro n g -T i e

(2"FOR LCB)
SIDECOVER
3" MINIMUM

C B  OR  L C B
S i m p s o n  S t ro n g -T i e

LUS28
Simpson Strong-Tie

EPB4 4 A
Si m p s o n  Stro n g -T i e

PB44

2"MINIMUM SIDECOVER
Sim pson St r ong- Tie

Post-Beam Connector Joist Hanger

Post-Pier Connectors

Typical Construction Connectors

ATTACHMENT D
L:\temp/building/handout/deck/connect1.vsd 8/04

 


